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C NDEK LER

Uriinleri kullanmadan 6nce montaj ve kullanm klavuzunu mutlaka

okuyunuz! K lavuzdaki uyar lara uyulmamas ndan kaynaklanan zararlar

ve ahslarn u rayaca kazalarda sorumluluk kullancya aittir. Bu
DIKKAT durumda olu an ar zalarda, Grin garanti kapsam ndan ¢ Kkar.

SPRINKLER HORTUMU VE BA LANTI SET

Ba ANt SOl e
Teknik Ozellikleri

Montaj Talimatlar

BA LANTI SET
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SPRINKLER HORTUMU VE BA LANTI SET

12" 1

Parca No Ozellikler Properties
1 % Part Number Parga Adi Part Name Malzeme Material
% # 1 Sprinkler Ucu (1/2") SEET 2
%/’/— Sprinkler Connection (1/2”) AISI 304 - AISI 316 (Op.)
%
2 Ara Boru St 3.2
% Extension Pipe AISI 304 - AISI 316 (Op.)
é 2 3 Yikstk AISI 304
g Metal Ring of Braid
g 4 Orgi AISI 304
g Braid
7
/ 5 Hortum AISI 316L
é Hose
é 6 Yangin Hat Baglantisi (1") St 37.2
g Fire Line Connection (1”) AISI 304 - AISI 316 (Op.)
g (Op.) = Opsiyonel Optional
7
7
: é 3 Ozellikler Modeller Properties
Properties Spr 20 Spr 25
Hortum Capi DN 20 DN 25
Hose Size
Sprinkler Capi 2
Sprinkler Size
Yangin Hat Baglantisi 1"
Fire Line Connection
Orgii Teli 9 Tel
Braiding Wire 9 Wires
Standart Boylar 500 mm, 600 mm, 700 mm, 1000 mm, 1200 mm,
4 Standart Lenghts 1500 mm, 1800 mm, 2100 mm, 2300 mm, 2500 mm

Farkh uygulamalar icin satis servisimize danisiniz.
You may contact our sales service for different applications.

5
e Baglant Seti Ozeliikleri
Properties of Connection Set
Malzeme Material : Galveniz Kapli DKP Sac
3 Galvanized DEF Meiaf Sheet,
f—— Set Igerigi Set Content : 2 Adet Yan Destek Kelepgesi
I~ 2 Pieces Stde Support Clamps,
= : 1 Adet Hortum Sabitleme Kelepgesi : e
I Piece Hose Fixing Clamp, = f
¢ : 1 Adet Tavan Ask: Profili
I Piece Ceiling Suspension Rod,
- : 1 Takim Baglant: Civata ve Somunlan
\ I Set of Connection Bolts and Nuts.
1" NPT Tavan Aski Profili standart 70 cm’ dir. Farkli tavan uygulamalari icin Satis Servisimize danisiniz.
6 Ceiling Suspension Rod is standart 70 cm. You may contact our sales service for different ceiling application.
iv B PSP : .. i)
TEKNIK DETAYLAR § = L L RRRRRRRZERZLY
TECHNICAL DETAILS R e |
Bl Olgliler Dimentions Bukum Yaricap! Bend Radius _— .
Modeller cller : = : Basing Pressure Adirhk Weight
Modete Dimentions di d2/D Tolerans (mm) Statik Dinamik (20 °C - bar) et
(mm) (mm) Tolerance Static Dynamic
Spr 20 DN 20 3/4” 20,5 26,7 / 28 +0.3 70 169 56 0,420
Spr 25 DN 25 1 25,4 31,8/ 33,7 +0,3 85 190 64 0,670




SPRNKLER HORTUMU MONTAJ TAL MATI







